
The P-4021DN and P-4021DW are high-performance printers that are ideal for use in busy office 
environments. Thanks to an impressive printing speed of 40 pages per minute, you can print your 
documents quickly and efficiently without having to put up with long waiting times. These models 
also offer a wide range of technical highlights that make it easier to perform your everyday office 
tasks. These include, for example, the option of double-sided printing, a high paper capacity, a wide 
range of connectivity options, and support for mobile printing solutions. The perfect companion  
for when things heat up at the office. 
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busy office  
environments.
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Technical Data
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What you can expect:
A HIGH LEVEL OF PROTECTION: We place absolute priority on the 
security of your data – at all times. Which is why our printers are 
equipped with advanced security technologies such as Allowlisting, 

the Trusted Platform Module (TPM)* and Transport Layer Security (TLS 1.3) to 
reliably protect your system from cyberattacks. Focus on printing with the  
assurance that your data are protected. 

SAVE ENERGY WHILE AT WORK: Special attention is paid to energy 
savings when developing our black and white printers. The heating 
elements use significantly less energy to complete the printing  

process, thanks to the reduced melting temperature of the toner.

EASE OF OPERATION: The five-line LCD display shows all important  
information at a glance, so that you can easily manage and send off 
print jobs. The well-designed numeric keypad also makes navigation 

easier, while the toner level display keeps you informed about the printer’s 
available capacity at all times.

COST SAVINGS: By leveraging cloud services, these printers can be 
used economically from anywhere, for example, on mobile phones. 
Managing the printers is also simpler and more efficient as the print 

jobs are sent via the cloud. What’s more, cloud printing can contribute to a 
reduction in the consumption of paper as users can preview their jobs before 
printing and then only print what is really needed.

Højeffektive 
printere til travle 
kontormiljøer

P-4021DN og P-4021DW er højeffektive printere, der er ideelle til travle kontormiljøer. Med 
en imponerende printhastighed på 40 sider per minut kan du hurtigt og effektivt printe dine 
dokumenter - uden ventetid. Modellerne byder også på en række af tekniske funktioner, der gør dine 
daglige kontoropgaver lettere. Det inkluderer blandt dobbeltsidet print, stor papirkapacitet, et væld 
af integrationsmuligheder og support for mobile printløsninger. Kort sagt, det perfekte valg, når der 
er travlt på kontoret.

EFFEKTIV BESKYTTELSE AF DATA: Vi har stort fokus på at beskytte 
dine data – hele tiden. Derfor er vores printere udstyret med avance-
rede sikkerhedsteknologier som Allowlisting, Trusted Platform Mo-

dule (TPM)* og Transport Layer Security (TLS 1.3) for at beskytte dit system 
mod cyberangreb. Kort sagt, kan du trygt printe og stole på, at dine data er 
effektivt beskyttet.

SPAR PÅ ENERGIEN: Når vi udvikler vores sort-hvid printere, har det 
høj prioritet for os at skabe produkter med et reduceret energifor-
brug. Det gælder også disse modeller, hvor varmeelementerne bru-

ger meget mindre energi i printprocessen, fordi toneren har en lavere smelte-
temperatur. 

HØJ BRUGERVENLIGHED: Den fem-linjede LCD-skærm viser al vig-
tig information på én gang, så du nemt kan håndtere og sende print-
jobs. Det brugervenlige numeriske tastatur gør printeren nem at bru-

ge, mens tonerstatus-displayet løbende holder dig opdateret om printerens 
tilgængelige kapacitet. 

BESPARELSER: Ved at udnytte cloud-tjenester kan printerne anven-
des økonomisk hvor som helst fra, for eksempel via mobiltelefoner. 
Håndteringen af printerne er også enklere og mere effektiv, da print-

job bliver sendt via skyen. Cloud-printing hjælper desuden med at reducere 
papirforbruget, da du kan få forhåndsvist dit printjob før udskrivning og der-
efter vælge kun at printe netop det, du virkelig har brug for.

Hvad du kan forvente: 

Tekniske data

s/h-printer / A4

* t
ilb

eh
ør



10
/2

02
4

TA Triumph-Adler
TA Triumph-Adler is the document business expert. We offer our clients individual analysis, 
consultancy and efficient document workflows – not only on paper, but also electronically and 
with long-term service. For whenever professional users manage, print, photocopy, fax, present 
or archive documents, or need to optimise processes, TA Triumph-Adler concepts and solutions 
are the first choice. Our customers benefit greatly from the user-optimised technologies offered 
by our innovative systems. TA Triumph-Adler and the TA Triumph-Adler logo are registered 
trademarks of TA Triumph-Adler GmbH. All other brand names are the registered trademarks 
of their respective owners. 

triumph-adler.com

Technical Data:  
P-4021DN · P-4021DW

To enable HyPAS functionality  
additional memory is required.
Specifications subject to change 
without notice.
Image shows machine with optional 
accessories.
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GENERAL
Type Desktop

Function Print

Print technology Laser b/w

print speed max 40 A4 pages/min,  
duplex: max 20 A4 pages/min

1st page1 6.4 sec

Warm-up time 15 sec1

Copy resolution 600 x 600 dpi

Greyscales 256

Paper feed 1 x 250 sheet universal cassette (A6R-A4), 
100 sheet multi-bypass (A6R-A4 [min 70 
x 148 mm, max 216 x 356 mm])

Paper weights Universal cassette 60-163 g/m², 
multi-bypass 60-220 g/m², duplex 
60-163 g/m²

Paper output 250 sheets A4

System memory 512 MB RAM

Display LCD display 128 x 64 dots, half size 21 
characters x 5 lines with numeric 
keypad 

Functions Duplex, job reservation, job programs, 
N-up-printing, 100 management codes, 
Secure Boot3, Runtime Integrity Check3, 
Simple Certificate Enrollment Protocol 
(SCEP), TLS 1.3, OCSP, CRL4, 
SIEM-Support etc.

DIMENSIONS/WEIGHT
Dimensions 
(H x W x D)

272 x 375 x 393 mm

Weight approx. 14 kg

ENVIRONMENT
Mains voltage 220/240 V, 50(60 Hz)

Power 
consumption

approx. 1,085 W max,  approx. 556 W  
in operation, approx. 6 W in stand-by 
mode, approx. 0.3 W in sleep mode,  
TEC value: 0.34 KWh/week

Noise level approx. 51.6 dB(A) in operation, 
not measureable in stand-by mode 
(ISO 7779/9296)

Safety GS/TÜV, CE

PRINT SYSTEM
Type Integrated within the system

Print format A6R-A4

Print resolution 600 x 600 dpi, max. 1,200 x 1,200 dpi 
(reduced speed)

Processor ARM Cortex-A9 dual core 1.2 GHz + ARM 
Cortex-M3 100 MHz

Interfaces USB 2.0, 10/100/1000BaseTX, USB host 
(1), SD-card slot, Wi-Fi2

Network protocols TCP/IP, Net BEUI

Operating 
systems

Windows 8/8.1/10/11, Server 2008/2008 
R2/2012/2012 R2/2016/2019/2022, 
Linux, Chrome OS, Mac ex OS 10.9

Emulations PCL6 (PCL 5e, XL), KPDL 3 (PostScript 3 
compatible), PRESCRIBE IIe,  
PDF 2.0, XPS

Functions USB direct printing, PDF/XPS direct 
printing, printing of e-mails, private 
printing, quiet mode (half speed mode), 
barcode printing, Mobile Print (Android/
iOS), Apple AirPrint, Universal print, 
Wi-Fi2

OPTIONS
Paper feed max 2x PF-1100 (250 sheet universal 

cassette [A6-A4, 60-163 g/m²])

Other options Card authentication kit (B), UG-33 
ThinPrint® kit, UG-50 Trusted Platform 
Module, cabinet no. 78

1 depending on operating status.
2 optional
3  UG-50 Trusted Platform Module necessary
4 optional SD card required

Tekniske data:

For at aktivere HyPAS-funktionalitet er 
yderligere hukommelse påkrævet.
Specifikationer kan ændres uden varsel. 
Billedet viser maskine med valgfrit 
tilbehør. 

TA Triumph-Adler er ekspert i dokumenthåndtering. Vi tilbyder vores kunder individuel analyse, rådgivning og 
effektive dokumentarbejdsgange - ikke kun på papir men også̊ elektronisk og med langsigtet service. Uanset om 
professionelle brugere skal administrere, udskrive, fotokopiere, faxe, præsentere eller arkivere dokumenter - eller 
optimere deres processer – er TA Triumph-Adlers koncepter og løsninger det oplagte valg. Vores kunder drager stor 
fordel af de brugervenlige teknologier, som vores innovative systemer tilbyder. TA Triumph-Adler og TA Triumph-
Adler logoet er registrerede varemærker tilhørende TA Triumph-Adler GmbH. Alle andre brands er registrerede 
varemærker tilhørende deres respektive ejere. 

GENERELT

Type  Bordmodel
Funktion   Print
Print teknologi  Laser s/h
Kopi/print hastighed Maks. 40 A4 sider/min,  

duplex: maks. 20 A4 sider/min  
1.side1 6,4 sek.
Opvarmningstid 15 sek.1

 Kopiopløsning  600 x 600 dpi
Gråtoner  256
Papirskuffer  1 x 250 ark universal kassette 

(A6R-A4), 100 ark multi-bypass 
(A6R-A4 [min 70 x 148 mm, 
maks. 216 x 356 mm]) 

Papir vægt  Universal kassette 60-163 g/
m2, multi-bypass 60-220 g/m2, 
duplex 60-163 g/m2 

Papir udbakke  250 ark A4
Systemhukommelse 512 MB RAM
Display LCD display 128 x 64 punkter, 

halv størrelse 21 tegn x 5 linjer 
med numerisk tastatur  

Funktioner  Duplex, job reservation, job 
programmer, N-op-udskrivning, 
100 administrationskoder, 
Secure Boot3, Runtime Integrity 
Check3, Simple Certificate 
Enrollment Protocol (SCEP), TLS 
1.3, OCSP, CRL4, SIEM-Support 
etc. 

 

DIMENSIONER/VÆGT

Dimensioner  272 x 375 x 393 mm (H x L x D)
Vægt  Ca. 14 kg

MILJØ

Netspænding  220/240 V, 50(60 Hz)
Strømforbrug  Ca. 1.085 W maks., ca. 556 W i 

drift, ca. 6 W i stand-by tilstand, 
ca. 0,3 W i sleep mode, TEC 
værdi: 0,34 KWh/uge  

Støjniveau  Ca. 51,6 dB(A) i drift, ikke 
målbart i stand-by tilstand  
(ISO 7779/9296) 

Sikkerhed  GS/TÜV, CE

PRINT SYSTEM

Type  Integreret i enheden
Print format  A6R-A4
Print opløsning  600 x 600 dpi, maks. 1.200 x 

1.200 dpi (reduceret hastighed)
Processor  ARM Cortex-A9 dual core 1.2 GHz 

+ ARM Cortex-M3 100 MHz  
Interfaces  USB 2.0, 10/100/1000BaseTX, 

USB host (1), SD-card slot, Wi-Fi2  
Netværksprotokoller  TCP/IP, Net BEUI 
Operativsystem  Windows 8/8.1/10/11, Server 

2008/2008 R2/2012/2012 
R2/2016/2019/2022, Linux, 
Chrome OS, Mac ex OS 10.9 

Emuleringer  PCL6 (PCL 5c, XL), KPDL 3 
(PostScript 3 compatible), 
PRESCRIBE IIe, PDF 2.0, XPS 

Funktioner  USB direkte udskrift, PDF/
XPS direkte udskrift, 
udskrift af e-mails, privat 
udskrift, stille tilstand (halv 
hastighedstilstand), stregkode 
udskrift, Mobile Print (Android/
iOS), Apple AirPrint, Universal 
print, Wi-Fi2 

TILBEHØR

Arkføder  Maks. 2 x PF-1100 (250 ark 
universal kassette [A6-A4, 60-
163 g/m2]) 

Andet ekstraudstyr  Kortgodkendelseskit (B), UG-33 
ThinPrint® kit, UG-50 Trusted 
Platform Module, skab nr. 78

1   Afhængig af driftsstatus 
2   Valgfrit
3   UG-50 Trusted Platform Module kræves 
4   Valgfrit SD-kort kræves 
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